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Panel Weight : 
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Finish : 

Notes : 
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Description : 

Spec Sheet

ArmourFence     Palisade 1800h

Hot Dip Galvanised to AS/NZS 4680:2006

75 Kg KSB

Specs : 

TM

Posts: Black Steel to AS/NZS 1163 Grade C350•
Angles: Black Steel to AS/NZS 3679/300 PLUS•
Baseplates: Black Steel to AS/NZS 3679/300 PLUS•
D-Pales : Black Steel to AS/NZS 1594:2002 HA250•
Steel Tabs : Black Steel to AS/NZS 3679/300 PLUS•

Version: Date: 23/02/20244
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Hot Dip Galvanised to AS/NZS 4680:2006
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Specs : 
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Posts: Black Steel to AS/NZS 1163 Grade C350•
Angles: Black Steel to AS/NZS 3679/300 PLUS•
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Steel Tabs : Black Steel to AS/NZS 3679/300 PLUS•
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Hot Dip Galvanised to AS/NZS 4680:2006
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Specs : 
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Posts: Black Steel to AS/NZS 1163 Grade C350•
Angles: Black Steel to AS/NZS 3679/300 PLUS•
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Hot Dip Galvanised to AS/NZS 4680:2006
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Specs : 
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Posts: Black Steel to AS/NZS 1163 Grade C350•
Angles: Black Steel to AS/NZS 3679/300 PLUS•
Baseplates: Black Steel to AS/NZS 3679/300 PLUS•
D-Pales : Black Steel to AS/NZS 1594:2002 HA250•
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